
SPECIFICATIONS SUBJECT TO CHANGE WITHOUT NOTICE

950-2150 MHz SATELLITE DISTRIBUTION AMPLIFIERS

S ATELLITE INLINE AMPLIFIERS

APPLICATION

LA-917  
METAL CASE

INLINE AMPLIFIER
40-2150 MHz 13 dB Gain

LA-917D
DIE-CAST CASE

INLINE AMPLIFIERS
40-2150 MHz, 15dB Gain

LA-9520 
DIE-CAST CASE

INLINE AMPLIFIERS
950-2150 MHz, 20 dB Gain

Specifications:
Model No. LA-917 LA-917D LA-9520
Bandwidth: 40-2150 MHz 40-2150 MHz 950-2150 MHz
Gain:

40-806 MHz 13 dB + 1 dB 15 dB + 1 dB N/A
950-2150 MHz 11 dB + 1 dB 13 dB + 1 dB 20dB + 1dB

Noise Figure: 4 dB Max. 4 dB Max. 4 dB Max.
Max. Output: 30 dBmV (12 Ch) 30 dBmV (12 Ch) 30 dBmV (12 Ch.)
Power Consumption: ................. 22 VDC  40 mA  ......................
Housing: Metal Zinc die-cast Zinc die-cast

TO TVPS-1LA-917

SHA-30UP - 30 dB GAIN DUAL SATELLITE AMPLIFIER

INSTALLATIONS
Fig 1

The SHA-30UP is Dual polarization Satellite
Headed Amplifier with LNB powering function.
This may also be used as dual high level line extender.
The model is specially designed to be used either
By conventional power supply (Aska #PS-8) or F-port
type Power Supply (Aska #PS-10).
The use of F-port type power supply is excellent for
a long cable run from power outlet to attic or any
Sites where there is no access nearby.
PS-10 power supply is supplied with SHA-30UP.

Specifications:
Bandwidth: 950-2200MHz
Gain: 30dB Min.
Return Loss: 12dB Min.
Isolation A&B: 55dB
Noise Figure: 6dB
LNB Voltage: 13VDC and 18VDC
LNB Current Max: 350mA
Power Supply: 120VAC-24VDC/1Amp
Power consumption: 18VDC 450 mA
Dimension:   6.5”W x 5”H x 1.1”D
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