
Braid Coverage Color/Description

RG-6

RG-6

RG-6

RG-6

RG-6

RG-6

M660-BVV

M660-BVVW

M660-BVM

M690-BVV

M690-BVVW

M690-BVM

 60%

 60%

 60% 

 90%

 90%

 90% 

Black/UL Listed

White/UL Listed

Black/Messenger

Black/UL Listed

White/UL Listed

Black/Messenger

ATTENUATION AT 68ºF (20ºC)

5 MHz

55 MHz

211 MHz

870 MHz

750 MHz

550 MHz

450 MHz

3500 MHz

3000 MHz

2250 MHz

1450 MHz

1000 MHz

Frequency MHz

•   Foam Dielectric
•   Aluminum Braid
•   PVC Jacket
•   Boxed 1,000 Ft. Reels

•   Copper Clad Center Conductor
•   Impedance - 75 Ohm
•   Velocity of Propagation - 85%
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PRODUCT SPECIFICATIONS

 Drop Cable

Tollfree: 800-423-2594
Phone: 407-331-7779

Type Part Number

RG-59

RG-11

RG-11

RG-11

M5960-BVV

M1160-BVV

RG-11

M1160-BVM

M1190-BVV

M1190-BVM

 60%

 90%

 90%

 60%

 60%

Black/UL Listed

Black/UL Listed

Black/UL Listed

Black/Messenger

Black/Messenger

RG-59 RG-6 RG-11
dB/100 Ft. dB/100 M. dB/100 Ft. dB/100 M. dB/100 Ft. dB/100 M. M660-BVM

M690-BVM
M1160-BVM
M1190-BVM

M5960-BVV
M660-BVV
M690-BVV
M1160-BVV
M1190-BVV

M660-BVVW
M690-BVVW

Cable Illustrations

0.89 0.382.260.692.92 1.25

1.95 0.975.251.606.40 3.18

3.59 1.819.412.8711.78 5.94

5.30 2.6513.974.2617.38 8.69

5.90 2.9415.454.7119.35 9.64

6.96 3.4418.345.5922.83 11.28

7.54 3.8419.686.0024.73 12.60

8.09 4.2321.456.5426.54 13.87

10.54 5.0727.228.3034.57 16.63

13.70 6.534.7710.6044.94 21.32

15.50 7.6739.0311.9050.84 25.16

16.74 8.2842.1512.8554.91 27.16

Copper-clad steel conductor

Foam Dielectric

Aluminum Braid

Messenger Wire

PVC Jacket

5
55

211
250
270
300
330
350
400
450
500
550
600
750
870
950
1000
1200
1450
1750
1850
2000
2150

0.16
0.55
1.08
1.19
1.24
1.31
1.38
1.43
1.53
1.63
1.73
1.82
1.91
2.16
2.35
2.49
2.53
2.83
3.12
3.47
3.60
3.76
3.92

0.13
0.45
0.89
0.98
1.02
1.08
1.14
1.18
1.27
1.35
1.43
1.51
1.58
1.79
1.95
2.04
2.11
2.32
2.61
2.92
2.97
3.12
3.24

0.11
0.37
0.73
0.81
0.84
0.89
0.94
0.97
1.05
1.12
1.18
1.25
1.31
1.48
1.61
1.72
1.74
1.96
2.16
2.41
2.52
2.64
2.75

FRE-
QUENCY
(MHz)

.500 .625 .750

TRUNK CABLE
MAXIMUM ATTENUATION

(dB/100FT @68 deg  F)

ATTENUATION AT 68ºF (20ºC)

5 MHz

55 MHz

211 MHz

870 MHz

750 MHz

550 MHz

450 MHz

3500 MHz

3000 MHz

2250 MHz

1450 MHz

1000 MHz

Frequency MHz
RG-59 RG-6 RG-11

dB/100 Ft. dB/100 M. dB/100 Ft. dB/100 M. dB/100 Ft. dB/100 M. M660-BVM
M690-BVM
M1160-BVM
M1190-BVM

M5960-BVV
M660-BVV
M690-BVV
M1160-BVV
M1190-BVV

M660-BVVW
M690-BVVW

Cable Illustrations

0.89 0.382.260.692.92 1.25

1.95 0.975.251.606.40 3.18

3.59 1.819.412.8711.78 5.94

5.30 2.6513.974.2617.38 8.69

5.90 2.9415.454.7119.35 9.64

6.96 3.4418.345.5922.83 11.28

7.54 3.8419.686.0024.73 12.60

8.09 4.2321.456.5426.54 13.87

10.54 5.0727.228.3034.57 16.63

13.70 6.534.7710.6044.94 21.32

15.50 7.6739.0311.9050.84 25.16

16.74 8.2842.1512.8554.91 27.16

Copper-clad steel conductor

Foam Dielectric

Aluminum Braid

Messenger Wire

PVC Jacket

Braid Coverage Color/Description

RG-6

RG-6

RG-6

RG-6

RG-6

RG-6

M660-BVV

M660-BVVW

M660-BVM

M690-BVV

M690-BVVW

M690-BVM

 60%

 60%

 60% 

 90%

 90%

 90% 

Black/UL Listed

White/UL Listed

Black/Messenger

Black/UL Listed

White/UL Listed

Black/Messenger

•   Foam Dielectric
•   Aluminum Braid
•   PVC Jacket
•   Boxed 1,000 Ft. Reels

•   Copper Clad Center Conductor
•   Impedance - 75 Ohm
•   Velocity of Propagation - 85%

FEATURES:

PRODUCT SPECIFICATIONS

 Drop Cable

Type Part Number

RG-59

RG-11

RG-11

RG-11

M5960-BVV

M1160-BVV

RG-11

M1160-BVM

M1190-BVV

M1190-BVM

 60%

 90%

 90%

 60%

 60%

Black/UL Listed

Black/UL Listed

Black/UL Listed

Black/Messenger

Black/Messenger

Cable Attenuation


