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CAT5E U/UTP Booted 
Snagless Patch Cable

SPECIFICATIONS
Cable 24 AWG, 4 Pair, PVC Jacket
Connector RJ45 (8P8C) Male CAT5E Type
Conductor Stranded Copper
Insulation Clear Polyester, UV94V-2
Contacts Brass. Gold Plated 3u’
Shield Steel, Nickel Plated
PVC Moulding PVC
Electrical 100% Open and short tested
Length 5 FT (1.5M)
CERTIFICATIONS ISO/IEC 11801, EN 50288, TIA/EIA 568B.2
COMPLIANCE ALL COMPONENTS ARE RoHS COMPLIANT

PIN OUT
CN1 CN2 COLOR
1 1 WHITE/ORANGE
2 2 ORANGE
3 3 WHITE/GREEN
4 4 BLUE
5 5 WHITE/BLUE
6 6 GREEN
7 7 WHITE/BROWN
8 8 BROWN
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PIN 8 PIN 1
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Multicom’s superior quality 5 foot Cat5e Snagless Unshielded (UTP) Network Patch Cable is designed for 
network adapters, hubs, switches, routers, DSL/cable modems, patch panels and other high performance 
networking applications.

Part# MUL-CAT5E-1.5M-W-24-STR-UTP


