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RCA Audio/Video Patchcord 
with RG-59 Video Cable

SPECIFICATIONS
Connector Type RCA Male, side A and side B
Connector Finish Nickel Plated Copper
Number of Conductors 3 - 2 Audio, 1 Video
Conductor Diameter (OD) Red/White 2.7mm, Yellow 5.0mm
Connector Housing Material Molded PVC, Red, White, Yellow
Length 1.8 Meters (6 Feet)
Cable Jacket PVC, Black
Operating Temperature Range 0 to 70°C (32 to 158°F)
COMPLIANCE ALL COMPONENTS ARE ISO 9001 and RoHS COMPLIANT

Part# MUL-RCA-3-1.8M-M-M-2.7/5.0-NI

Multicom’s high quality RCA Audio/Video Patchcord 
with RG-59 Video Cable provides a reliable, high quality 
connection between audio and video components such as 
cable and satellite set-top boxes, DVD players, A/V receivers, 
gaming consoles, and much more.

Featuring durable molded PVC connectors with strain relief, 
nickel-plated copper corrosion resistant connectors, high 
quality RG-59 video cable and flexible PVC outer jacket. 

This RCA patchcord consistently delivers excellent picture 
and sound quality for today’s discriminating A/V enthusiasts.

Description

Conductor Plating NI=Nickel, GD=Gold
Conductor Dia (mm) - 2.7/5.0
End #2 - M or F
End #1 - M or F
Length - Meter (M), or Feet (FT)
# of Conductors - 2, 3, 4, 5, 6

MUL-RCA-3-1.8M-M-M-2.7/5.0-NI (pictured above)

* Specifications subject to change without notice
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